
1. IDENTIFICATION OF THE MATERIAL AND SUPPLIER

Unit 4, 50 Rooks Rd, Nunawading, Victoria, Australia, 3131
03 9872 9872

Address
Telephone

Emergency
Email

03 9872 9872
Fax 03 9874 4399

info@sga.net.au
http://www.sga.net.auWeb Site

Supplier Name SUN-GARD AUSTRALIA PTY LTD

PINK STUFF ADHESIVE REMOVERPRODUCT NAME

ADHESIVE REMOVER, GLUE REMOVERUse(s)

Synonym(s) ADHESIVE REMOVER, GLUE REMOVER, PINK STUFF, PINK ADHESIVE REMOVER

CLASSIFIED AS HAZARDOUS ACCORDING TO NOHSC CRITERIA

NOT CLASSIFIED AS A DANGEROUS GOOD BY THE CRITERIA OF THE ADG CODE

RISK PHRASES

SAFETY PHRASES

R20/21/22   Harmful by inhalation, in contact with skin and if swallowed.
R36/37   Irritating to eyes and respiratory system.

S24/25   Avoid contact with skin and eyes.

UN No. None Allocated

DG Class None Allocated Subsidiary Risk(s) None Allocated

Pkg Group None AllocatedHazchem Code None Allocated

EPG None Allocated

2. HAZARDS IDENTIFICATION

3. COMPOSITION / INFORMATION ON INGREDIENTS
Ingredient Formula CAS No.Conc.

ETHYLENE GLYCOL MONOBUTYL ETHER C6-H14-O2 15% 111-76-2

AMMONIA N-H3 0.2% 7664-41-7

DYE Not Available < 10% Not Available

WETTING AGENTS Not Available < 10% Not Available

WATER H2O remainder 7732-18-5

Eye Flush gently with running water for 15 minutes.Seek medical attention promptly.

Skin Gently flush affected areas with water. Seek medical attention if irritation develops.

Inhalation If over exposure occurs leave exposure area immediately. If irritation persists, seek medical attention.

Ingestion For advice, contact a Poisons Information Centre on 13 11 26 (Australia Wide) or a doctor. If swallowed, do not
induce vomiting.Rinse mouth with water, give plenty of water to drink.  Seek medical advice immediately.

Advice to
Doctor

Treat symptomatically

4. FIRST AID MEASURES
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PRODUCT NAME PINK STUFF ADHESIVE REMOVER
First Aid
Facilities

Eye wash facilities and safety shower are recommended.

Fire and
Explosion

Non flammable. Evacuate area and contact emergency services. Remain upwind and notify those downwind of
hazard. Wear full protective equipment including Self Contained Breathing Apparatus (SCBA) when combating
fire. Use waterfog to cool intact containers and nearby storage areas.

Extinguishing Non flammable. Prevent contamination of drains or waterways, absorb runoff with sand or similar.

Flammability Non flammable. No fire or explosion hazard exists.

Hazchem Code None Allocated

5. FIRE FIGHTING MEASURES

Spillage If spilt (bulk), wear splash-proof goggles, PVC/rubber gloves, coveralls and rubber boots. Absorb spill with sand or
similar, collect and place in sealable containers for disposal. Prevent spill entering drains or waterways. Caution:
Slippery when spilt.

Handling

Store out of direct sunlight and out of the reach of children, in a cool, dry, well ventilated area, removed from
oxidising agents (eg. hypochlorites), acids (sulphuric acid), heat sources and foodstuffs. Ensure containers are
adequately labelled, protected from physical damage and sealed when not in use. Large storage areas should
have appropriate ventilation systems.

Storage

Before use carefully read the product label. Use of safe work practices are recommended to avoid eye or skin
contact and inhalation. Observe good personal hygiene, including washing hands before eating. Prohibit eating,
drinking and smoking in contaminated areas (eg. if container is damaged).

6. ACCIDENTAL RELEASE MEASURES

7. STORAGE AND HANDLING

8. EXPOSURE CONTROLS / PERSONAL PROTECTION
Ventilation Do not inhale vapours. Use in well ventilated areas. In poorly ventilated areas, mechanical extraction ventilation is

recommended.Maintain vapour levels below the recommended exposure standard.

Exposure
Standards

ETHYLENE GLYCOL MONOBUTYL ETHER (111-76-2)
    ES-STEL : 50 ppm (242 mg/m3) Ethylene glycol monobutyl ether
    ES-TWA: 20 ppm (96.9 mg/m3) Ethylene glycol monobutyl ether
AMMONIA (7664-41-7)
    ES-STEL : 35 ppm (24 mg/m3)
    ES-TWA: 25 ppm (17 mg/m3)
    WES-TWA: 25 ppm (17 mg/m3)

PPE Wear splash-proof goggles and rubber or PVC gloves.  When using large quantities or where heavy
contamination is likely, wear coveralls.

Page 2 of 5

Reviewed: 12 Oct 2006

Printed: 24 Oct 2006

RMT



PRODUCT NAME PINK STUFF ADHESIVE REMOVER

9. PHYSICAL AND CHEMICAL PROPERTIES
Appearance: PINK COLURED LIQUID Solubility (water): SOLUBLE

Odour: SLIGHT ODOUR Specific Gravity: NOT AVAILABLE

pH: 9.5 - 10.5 (Approximately) % Volatiles: >95 %

Vapour Pressure: NOT AVAILABLE Flammability: NON FLAMMABLE

Vapour Density: NOT AVAILABLE Flash Point: NOT RELEVANT

Boiling Point: 100 C Upper Explosion Limit: NOT RELEVANT

Melting Point: <0 C Lower Explosion Limit: NOT RELEVANT

Evaporation Rate: NOT AVAILABLE Autoignition Temperature: NOT AVAILABLE

Exposure Standard: 25 ppm Ammonia

Reactivity Incompatible with oxidising agents (eg. hypochlorites, peroxides), acids (eg. sulfuric acid), heat and ignition
sources.

Decomposition
Products

May evolve toxic gases if heated to decomposition.

10. STABILITY AND REACTIVITY

Health Hazard
Summary

Moderate toxicity - irritant. This product has the potential to cause adverse health effects with eye or skin contact
or with vapour inhalation (if sprayed). The low vapour pressure reduces the inhalation hazard. Upon dilution, the
potential for adverse health effects will be reduced.

Eye Severe irritant. Exposure may result in lacrimation, pain, redness, conjunctivitis and corneal burns with possible
permanent damage.

Inhalation Irritant. Over exposure to vapours or mists may result in upper respiratory tract irritation, nausea and headache.
Due to the low vapour pressure of this product an inhalation hazard is not anticipated unless sprayed.Irritant. Over
exposure may result in irritation, nausea, chest tightness, wheezing, breathing difficulties (symptoms may be
delayed), sensitisation, pulmonary oedema and unconsciousness. Chronic exposure may result in liver/ kidney
and central nervous system damage.

Skin Irritant. Prolonged contact may result in irritation, itching and possible skin rash.

Ingestion Moderate toxicity. Ingestion may result in nausea, vomiting, abdominal pain, diarrhoea, fatigue, dizziness,
drowsiness and with large doses unconsciousness.The manufacturer reports that the oral LD50 (rat) is 3530 -
20000 mg/kg.

Toxicity Data ETHYLENE GLYCOL MONOBUTYL ETHER (111-76-2)
    LC50 (Inhalation): 700 ppm (mouse)
    LD50 (Ingestion): 300 mg/kg (rabbit)
    LD50 (Skin): 230 mg/kg (guinea pig)
AMMONIA (7664-41-7)
    LC50 (Inhalation): 2000 ppm/4 hours (rat)
    LD50 (Ingestion): 350 mg/kg (rat)

11. TOXICOLOGICAL INFORMATION

Environment Limited ecotoxicity data was available for this product at the time this report was prepared.  Ensure appropriate
measures are taken to prevent this product from entering the environment.

Waste Disposal For small amounts, absorb with sand, vermiculite or similar and dispose of to an approved landfill site. For larger
amounts, contact the manufacturer for additional information. Prevent contamination of drains or waterways as
aquatic life may be threatened and environmental damage may result.

Legislation Dispose of in accordance with relevant local legislation.

12. ECOLOGICAL INFORMATION

13. DISPOSAL CONSIDERATIONS

UN No. None Allocated

DG Class None Allocated Subsidiary Risk(s) None Allocated

Pkg Group None AllocatedHazchem Code None Allocated

EPG None Allocated

Shipping Name None Allocated

14. TRANSPORT INFORMATION
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